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T7 OVERCHARGE Results 

Requirements 
Rechargeable batteries meet this requirement if there is no 
disassembly and no fire during the test and within seven 
days after the test. 

No disassembly, 
no rupture, 
no fire during the test 

and within seven days 
after the test. 

 
See below table 

 

Sample 
No. 

Sample 
Condition 

Voltage Before Test(V) Test result 

T7-1 A 4.431 O 

T7-2 A 4.437 O 

T7-3 A 4.435 O 

T7-4 A 4.436 O 

T7-5 B 4.456 O 

T7-6 B 4.455 O 

T7-7 B 4.454 O 

T7-8 B 4.454 O 

□ Supplementary Information: 

Sample Condition A : at first cycle, in fully charged states(4 pcs) 

Sample Condition B : after 25th cycles ending in fully charged states(4 pcs) 

Test result : O-No Disassembly, No Fire / D-Disassembly / F-Fire 

□ Test Conditions  

Charge voltage :  9.0V,   Charge current : 9.844 A,   Test time : 24 Hr 
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P1 Package Drop Test Results 

Procedure 

 
IATA Dangerous Goods Regulations 
Each package must be capable of withstanding a 1.2m drop 
test in any orientation 

 

 Without damage to 
cells or batteries 
contained therein, 

 Without shifting of 
the contents so as to 
allow battery to 
battery(or Cell to cell) 
contact. 

 Without release of 
contents 
 
See below photo 

 

Battery Qty per box Battery weight (kg) Net weight per box (kg) 

162 0.050 8.262 

 

 Before Test After Test 

Weight (kg) 11.390 11.390 

Test result 
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Sample Photo 

front back 

  

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

- End of Report - 
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